
Manual Deep Coring system, 3/4” (1.9 cm) dia. 
complete profile cores to 16ft. depths
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In remote and hard to get to places that don’t have power or hydraulic 
coring capabilities, the 0215 is your deep coring answer. The 0215 Soil 
Sampling Tube is an excellent tool to retrieve a smaller diameter sample, 
to various depths, with minimal disturbance. 1-1/4” (3.2 cm) diameter, 
while extracting a soil sample 3/4” (1.9 cm) in diameter. The optional 
drop hammer 34.5” (87.6 cm) long inserts and can extract sampling 
tubes. The Z0216G1 Replaceable Coring Tip is made from hardened 
tool steel and can easily be replaced on all tubes. The optional Puller 
Jack, Model 0220, is highly recommended for tube extraction, available 
to aid in removing deep sampling tubes from the soil.

sPeCIfICaTIons:
0215F1L04 Soil Sampling Tube, 4 ft. (1.2 m) length 4.2 lbs. (1.88 kgs)
0215F1L05 Soil Sampling Tube, 5 ft. (1.5 m) length 4.9 lbs. (2.22 kgs)
0215F1L06 Soil Sampling Tube, 6 ft. (1.8 m) length 5.4 lbs. (2.45 kgs)
0215F1L08 Soil Sampling Tube, 8 ft. (2.4 m) length 7.0 lbs. (3.18 kgs)
0215F1L12 Soil Sampling Tube, 12 ft. (3.6 m) length 9.8 lbs. (4.46 kgs)
0215F1L16 Soil Sampling Tube, 16 ft. (4.8 m) length 12.6 lbs. (5.75 kgs)

sHIPPInG InfoRMaTIon:
0215 Tubes shipped separately or shipped together with drop hammers in 5”X5” X L +2lbs (.91 kg)
0220 Puller Jack packed in a 15” X 15” X 9” (38.1cm X 38.1 cm X 22.7 cm)

aCCessoRY ITeMs 
0218F Drop Hammer 15lbs (6.80 Kg) – for insertion and extraction 
0220 Puller Jack for tube extraction – 15 X 15 X 9 ( 31.8 X 31.8 X 22.7 cm
Z0216G1 Replaceable point

An ideal tool for fast sampling of smaller cores. Whether you need to 
take a soil sample for nutrient analysis, or you need to determine soil 
structure, distribution or moisture content, the Lord Probe is the best tool 
for	the	job.	Designed	by	working	field	consultants	Lord	Soil	Sampler	is	
3 feet (.91 m) in overall length and 1 inch (2.5 cm) in diameter, and is 
made from tough, chrome-molly steel. A one-foot opening on the side 
permits easy removal of the sample from the polished, nickel-plated unit. 
The coring tip is replaceable and fabricated from heat-treated nickel-
plated tool steel. The handle unscrews at the top to permit addition of 
a 2-foot (.68 m) extension tube for deep sampling. The sampler, as 
well as extension tube, is marked at 6” (15.2 cm) intervals for depth 
measurements.

sPeCIfICaTIons: 
0225 LORD SOIL SAMPLER 3 lbs. (1.35 kgs)
0226L24 EXTENSION TUBE - 24” (60 cm) 1.8 lbs. (0.82 kgs)

aCCessoRY ITeMs
0225-001 Replaceable Cutting Tip 1-1/4 (2.86 cm) .64 oz (18.1 gm)

Portable hand profile sampler – large 1ft. (30.4 cm ) 
viewing & retrieval slot

0225 loRD soIl saMPleR

0215 DeeP soIl saMPlInG sYsTeM 

SOIL SAMPLING EQUIPMENT

Model 0220 sold separately

Replaceable Cutting Tip

optional 0218F
drop hammer

Z0216 Replaceable Point

0215 Soil Sampling Tubes
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